CONTRACT No. 72682

*DGN-SPEC+
*DATE-TIME=
*REFO1

TaT]  section COUNTY [ JOTAL TSHEET
315 34-5 HANCOCK | 612 | 247
/ To controller STA. | 10 lsn.
7.6 m (25" — — — — FED. RDAD DIST. No.  [ILLINOIS | FED. AID PROJECT
~ ~ ~ ~
Ek )) & )) -5 Class V. N\ & & & les
service pole
‘:H:’ \—Single or / ‘:H:‘ W <=
twin teron _/ (| |  -—-—-—d! - T s T T T - — === — = — = — .
as specified . <~ NOTE:
S Median J,  rrrrrrrTETIITIIII A Luminaire(s) shall have a 2-pole inline
- —=> weatherproof quick disconnect fuse holder.
E —_— . e— - ,— - —,— . — e — e — e — e — e — e — e — e — e — e — e — e — -
8 #4 ACSR = Luminaire(s) shall be oriented and the
= To lighting mounting angle adjusted as recommented
= ckt. '¢'\ /'¢'\ /'¢'\ /'¢'\ /'¢' by the Engineer.
S L — —_— — —
© gg:{zﬁzﬂe CIIIZJCr’nT)s SINGLE CROSSOVER Connect luminaire equipment ground to
o ot L5 m 59 — — — Ti)_ocg‘roller’_ - — ACSR messenger.
= intervals.
£ & < & ¢( e < %
2| 3 - 1/c #6 XLP/ —
~| USE in 300 |}
g R.G.S. {\
E
N Meter
(If req’'d Photocell //
Service Control \__/\\_/\__/ '\‘_/ \__/ \~/¢_
Pole handhole disconnect cabinet
100x150 (4x6) = DUAL CROSSOVER
e NOTE:
minimum \
Min. Pole spacing 60 m (200" faai 5 1 1 '
= f ! Luminagire 16 (3% @ hot dipped galvanized bolt with
| L ol |~ }?3(3('/5) Max. Pole spacing 75 m (250" % @ flat washer & locknut (3 req’d)
- sV . , Wood pole, class 3 or better
= Sefback shall be min. 9 m (30 Conduit clamps on 900 (36) centers
Wireway entrance or L5 m (5) back of ditch, unless @ 63 (2'/2) Galv. steel conduit
D\GSXIOO (2 1/2x12) D S breakaway type pole is used. @ Unit duct
for underground B3 ofa @ Single offset pole band
distribution c _ 2l . . @ Threaded reducer
=~ 1 Conduit bushing @
. . XL Cast “C" Condulet, threaded
Anti-rotation - bronze Cast aluminum cabinet @ Cable clamps on 600 (24) centers
pipe hole \ clamp 40 (1'/5) Galv. steel conduit for 1 unit
450 H.x 300 W. x 200 D. .
| v Cobberclad (18 H. x 12 W. x 8 D. @ 2/c *12 Type USE cable duct or 75 (3) galv. steel conduit for 2
300-450 QFEEII“ICI rod Aluminum door with . , or 3 unit ducts.
20-45 stondard traffic signal 25 (1) Galv. steel conduit 3.0 m (10"
lock & key and 400 x 250 in length SOCE—TBEPTH TN
ANCHOR BASE W/ SERVICE x 13 (16x10x!/2) mounting /@ T R,
METAL FOUNDATION BUTT BASE INSTALLATION panel PRotocell w/integral ol b 3o m
_— %/_surge arrestor (65 (12"
POLE, FIBERGLASS ] B0 m |30 m
BREAKAWAY TYPE 5 A ciroult 3 position selector 6.8 m | 27 m
breokcé'rtcw |- switch, Hand-0ff-Auto o /@ (55,) '(9,)
Gi;\/ Q&= ® 6.0 m | 2.4 m
* 2- Pole, 3 wire AN - (501 (8"
disconnect SW. / 30 amp. 240 v. =116 1 13.7Tm | 20 m
NEMA 3R _— contactor, 120 v. = ! _: (451 ()
fused 30 A. operating coll @ 12.0 m 2.0 m
. N — L (40" (6.5")
Equipment i b O Al 30a., 2 pole branch C.B. 107 m | 1.8 m
ground bor_\ 0 A2 20a., 2 pole branch C.B. 350 | (6
— ] O A3 20a., 2 pole branch C.B. 9.0 m 1.7 m
POLE, WOOD : '
il Neutral A \{E’ gl’ . , (309 | (559
bar —— Terminal block
310 O @j [T GT~
<>\A
NOTE: + 2g TEMPORARY ROADWAY LIGHTING
Al equipment shall T Ground — Lighting
be U.L. approved. rod . circuits Ly ISIONS ILLINOIS DEPARTMENT OF TRANSPORTATION

* 30 A. or 60 A., dependent

upon utility co. rules. WIRING DIAGRAM FL?:H::;G(UPSI-;;:)
LIGHTING DETAILS

SCALE: DRAWN BY: RG
DATE: MARCH 10, 2006 CHECKED BYz JAC

D6 PROJECT: FILE:




